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MANUAL                                                                                                                INDOOR | Ceiling UP | Profiles | TIMES

  2930/.. - TIMES LED 45X65� ~230V ky IP20 CQl0,5 f05.16.50 i
F

built-up

lichtsysteem - bevestiging rechtstreeks op plafond - met LED 
driver
lighting system - mounting directly on the ceiling - with LED 
driver
 

Reference Kleuren
Couleurs

Lengte
Longueur LED Lamptype

2930.850 1M | 2M | 40 850 CW | NW | WW 3x Led 1250lm CRI80  max. 7,8W  / 250mA
2930.1130 1M | 2M | 40 1130 CW | NW | WW 4x Led 1250lm CRI80  max. 7,8W  / 250mA
2930.1410 1M | 2M | 40 1410 CW | NW | WW 5x Led 1250lm CRI80  max. 7,8W  / 250mA
2930.1690 1M | 2M | 40 1690 CW | NW | WW 6x Led 1250lm CRI80  max. 7,8W  / 250mA
2930.1970 1M | 2M | 40 1970 CW | NW | WW 7x Led 1250lm CRI80  max. 7,8W  / 250mA
2930.2250 1M | 2M | 40 2250 CW | NW | WW 8x Led 1250lm CRI80  max. 7,8W  / 250mA
2930.2530 1M | 2M | 40 2530 CW | NW | WW 9x Led 1250lm CRI80  max. 7,8W  / 250mA
2930.2810 1M | 2M | 40 2810 CW | NW | WW 10x Led 1250lm CRI80  max. 7,8W  / 250mA
2930.3090 1M | 2M | 40 3090 CW | NW | WW 11x Led 1250lm CRI80  max. 7,8W  / 250mA
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GENERAL INFORMATION
Please read the following specifications and keep this manual.
 
SAFETY REGULATIONS
The connection, testing and installation of the fixtures should always be carried out by a registered electrician in compliance with current local regulations.
The installation and operation of this luminaire are subject to national safety regulations. The manufacturer is then discharged from liability when damage is caused by 
improper use or installation. If any luminaire is subsequently modified, the persons responsible for the modification shall be considered as manufacturer.
Keep at least 0.5m away from inflammable materials. Psmlighting is not responsible for products altered after delivery.

INSTALLATION
Switch off the power supply before carrying out any connecting operations.
 
MAINTENANCE
Do not use any chemical cleansing agents to keep the lighting device clean. This might affect the colour and the structure of the material.

CONCLUSION
All used materials are recyclable
These technical instructions must be considered a part of the general terms and conditions of sale of psmlighting bvba


