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LUXORIN

1972/..

downlight
LED
Lamp type
Quantity
Power
Current
Kelvin
Lumen
CRI
Physical
Use type

Fixation type

Type of opening

Project
Type
Nota
Quantity

Date

Aperture dimensions

Installation depth

Light distribution . . )
Dimensions fixture
i = Reflector
%0° 90° Spring type
/N Directional
75° / \ 75°
IP protection rating
/ 1000 \
£0° &0 Reflector
[ Weight
|
45° | 2000 45°
\; 2500 Electrlcal
\ ) Connection current
30° 15° 0 15° 300 Fixture class
Cd/klrgo-cweo €90 - C270 N e LED driver

Light source replaceability

Instructies aansluting

Led

2

8, 7W

500mA

2700K | 3000K
1145

90

Interior
Ceiling
Rectangle
229x124 mm

130 mm

237x132x122 mm

@70 mm
IblS4

In both planes
1P20

40°

1,9000 kg

=500mA
1l

Not included

Replaceable (LED only) light source by a
professional
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downlight

Colours
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1M white texture
NW | WW

214black - al
'I ack-all Nw ) ww

‘ oM black tex 1972.2M.WW | WW | WW | WW | NW | NW | NW | NW |

NW | ww

1972.214WW | WW | WW | WW | NW | NW | NW | NW |

Project
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Date

. 77 white - black 1972.77.WW | WW | WW | WW | NW | NW | NW | NW | NW

| WW
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