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CAMELEON DIM LED
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Project
Type
Nota
Aantal

Datum

LED
Lamptype
Aantal
Vermogen
Spanning
Kelvin
Lumen

CRI

Fysisch

Type gebruik

Type bevestiging
Type opening
Afmeting opening
Inbouwdiepte
Afmetingen armatuur
Type veer
IP-beschermingsgraad
Reflector

Gewicht

Elektrisch
Aansluitspanning
Armatuurklasse

Dimbaar

Vervangbaarheid lichtbron

Energie efficiéntie

Energie efficiéntie

Instructies aansluting

Led

1

10W

230V

2700K | 3000K | 4000K
860

90

Interieur
Plafond

Rond

@80 mm

125 mm
?89x120 mm

S1 - springveren
1P20

90°

0,3014 kg

~230V
|
LedC

Vervangbare lichtbron (enkel LED) door
installateur
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CAMELEON DIM LED

1501.ZX0.S1/..

inbouwspot

Kleuren

1501.ZX0.S1.13.NW | WW | NW | WW | NW | WW | NW |
‘l’ 13 brons WW | NW|WW]|CW|NW]|WW]|NW|WW|WW][NW |
WW | NW|WW|NW|WW]|NW]|WW|NW

Project
Type
Nota
Aantal

Datum

1501.ZX0.S1.13M.NW | WW | NW | WW | NW | WW | NW |

(') 13Mmat brons WW | NW | WW | CW | NW | WW | NW | WW | WW | NW |
WW | NW | WW | NW | WW | NW | WW | NW
1501.ZX0.S1.14.NW | WW | NW | WW | NW | WW | NW |

4' 14 alusatijin  WW | NW | WW | CW | NW | WW | NW | WW | WW | NW |
WW | NW | WW | NW | WW | NW | WW | NW

1501.ZX0.S1.16.NW | WW | NW | WW | NW | WW | NW |

WW | NW | WW | CW | NW | WW | NW | WW | WW | NW |

WW | NW | WW | NW | WW | NW | WW | NW

1501.ZX0.S1.TM.NW | WW | NW | WW | NW | WW | NW |

1M wit textuur WW | NW | WW | CW | NW | WW | NW | WW | WW | NW |
WW | NW | WW | NW | WW | NW | WW | NW
donker  1501-ZX0.S1.23.NW | WW | NW | WW | NW | WW | NW |

‘ 23 WW | NW | WW | CW | NW | WW | NW | WW | WW | NW |

WW | NW | WW | NW | WW | NW | WW | NW
r 1501.ZX0.S1.28.NW | WW | NW | WW | NW | WW | NW |

{") 28 rosé WW | NW | WW | CW | NW | WW | NW | WW | WW | NW |

WW | NW | WW | NW | WW | NW | WW | NW
wart 1501.ZX0.S1.2M.NW | WW | NW | WW | NW | WW | NW |

‘ 2M WW | NW | WW | CW | NW | WW | NW | WW | WW | NW |
WW | NW | WW | NW | WW | NW | WW | NW
1501.ZX0.S1.45.NW | WW | NW | WW | NW | WW | NW |

il 45 zonnegoud WW | NW | WW | CW | NW | WW | NW | WW | WW | NW |
WW | NW | WW | NW | WW | NW | WW | NW

goud
satijn

brons

textuur
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